
Informations produit
 

 Jauge d'épaisseur  Marameter  XLI-57B-15 

Propriétés du produit
• Constant measuring force over
the full measuring range due to
attached load weight

• Solid casting with ribbed frame
provides strength and rigidity
for accurate measurements

• Extra deep throat depth with
sufficient clearance even for
large workpieces

• Indicator mounts with
adjustable back for quick
positioning for each gaging
requirement

• Digital indicator1086 Ri with
data output for cable and
Integrated Wireless

• Probe lifting via lever for easy
positioning of the workpiece

Fonctions
0 (analoge Skalenanzeige auf
Null setzen), mm/inch, PRESET
(préréglage de la cote), ABS
(l'affichage peut être remis à
zéro sans perdre la référence
à la valeur prédéfinie), TOL
(saisie des tolérances), Facteur
(multiplicateur pour la course
de mesure), DATA (transmission
de données), LOCK (verrouillage
clavier séparé)

Contenu de la livraison
Appareil d'affichage, Guide de
l'utilisateur

Application
Precision Thickness
Measurement requiring dead
weight load force

Référence : 2057551

Caractéristiques techniques

Étendue de mesure mm 0 - 25 mm

Étendue de mesure 0 - 1"

Écart de parallélisme en µm 3 µm

Force de mesure (N) 2,78 N (10oz dead weight)

Profondeur de l'étrier mm 102 mm

Profondeur de l'étrier inch 4 inch

Accessoires

Référence Désignation Type de
produit

 

4102220 Récepteur
radio pour
appareils
de mesure
avec système
Integrated
Wireless

i-Stick

 


